
 

 

 

 

 

  

  

 

 

 

 

 

 

 

 

 

Cat. 8 - 24 Ports Patch Panel 

Fibernet Cat.8 Patch Panel designed to be use in standard 19" 
racks for Data Center and Telecommunication. The Patch 
Panel is configured for up to 24 ports in 1U. 

Rev.2 – November 2020  

FEATURES 

Compliant with the following standards: 

 Lab certification – "EC verified" by GHMT labs according 
to all of the following standards: 

 ISO/IEC 11801:2011 (Ed. 2.2) 
 IEC 60603-7-81 
 EN 50173-1:2011 
 EN 50173-2:2007 including amendment A1:2010 
 ANSI/TIA 568-C.2-1 specifications for Category 8 

cabling systems 
 

 RoHS Compliant 

 Compatible with Fibernet RJ45 Cat.8 Keystones 

Jacks (FTP). 

 UL Verified 

 Compliant with IEC60512-99-001 – suitable for use 

with IEEE 802.3at (POE+) applications 

 Printed Ports numbers 

 Grounding connection for each keystone  

 Standards: 

 

 

 

 

 

 40GBASE-T Ethernet 

 25GBASE-T Ethernet 

 10GBASE-T Ethernet 

 100BASE-TX Fast Ethernet 



STANDARDS 

APPLICATIONS 
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BUILD YOUR ORDER 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

M PF3000 -F  

Mechanical Dimensions 


