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Tactical Cable 

 
Description: 

Tactical Cables are tested to military standards to withstand extreme temperatures, chemicals, impact 

and stressed flexibility. As a result, Tactical Cables allow you to go in to the most unforgiving 

environments with safety and reliability. 

Features: 

 The cable contains 4 Unshielded Twisted Pairs, cabled around a central filler together with 

strength members (Aramid), overall wrapped with special tape and strength members 

(Aramids), overall aluminum-foil and tinned copper braid shielded, overall Aramid armor, 

overall wrapped with special non-woven tape and jacketed with special flexible compound 

 High crush resistance 400 N/1cm min and impact resistance 

 UV resistance 

 Very good resistance to chemicals, oils, fuels, salt water and to abrasion 

 Suitable for tactic application in harsh environments 

 Comply with Cat. 6 transmission requirements 

 Good flexibility performance 

 Compliant TIA/EIA 568-B, IEC 61156, ISO/IEC 11801, RoHS-2 2011/65/EU, IEC 60332-1 

 IP68 compliant seal with or without the dust cover engaged internal seal that eliminates the 

need for potting or other special compounds 

 Applications: 

 Data, VoIP, IPTV in Harsh Environments 

 Radar Systems 

 Industrial Process Control 

 Mobile Equipment Transit Cases 

 Shelters 

 Battlefield Communication Systems 

 10/100/1000 Base-T 



   

 

Specifications and Dimensions: 

Parameter FIB-CA0001 FIB-CA0002 

Cable Type Cat. 6 Cat. 6A 

Conductor Size 23 AWG 

Outer jacket material FRZH-PU LSFR-PVC 

Total number of conductors 8 

Insertion Loss  38 dB/100m @ 250 MHz 48 dB/100m @ 250 MHz 

Return Loss 20 dB @ 250 MHz 15 dB @ 500 MHz 

Frequency Range 1 - 250 MHz 1 - 500 MHz 

Capacitance Unbalance 130 pF/100m 330 pF/100m 

Max. DC Resistance 75 Ω/km@20°C 89 Ω/km@20°C 

Operating Temperature -45°C ~ +85°C 

Ordering Information: 

FI B- C A0001  – Cat.6 Tactical cable reel with sealed in-line 

FI B- C A0002  – Cat.6a Tactical cable reel with sealed plug RJ45 

 


